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Technical data sheet 

Resin           
 

DOLPHON C(a)-1123 + hardener RE-2023 

▪ Two parts epoxy compound  

▪ Room temperature curing system 

▪ Good thermal conductivity 1.37 W/m.K 

▪ Self-extinguishing: UL 94 V0 approved (3mm) (file n° E513702) 

▪ Very good resistance to thermal shocks 

▪ Excellent water and chemical resistance 

 
 
Description 
Flame-retardant epoxy potting resin, prefilled, free of halogen.  
The resin part C(a)-1123 is available in black (CB-1123), white (CZ-1123), yellow (CY-1123), blue (CX-1123). The 
hardener is clear (RE-2023) or available in blue (RE-2023-X). 
 
Application 
Potting, casting of stators, coils, transformers, electric and electronic components. 
  
Processing guidelines 
The resin must be stirred prior use, as it contains fillers which may settle during storage. Avoid air introduction during 

stirring. 

A preheating of the parts and/or of the resin may improve the encapsulation. A vacuum processing enhances the 

dielectric and mechanical properties. 

Mixing can be done by a metering-dispensing machine equipped with a dynamic mixer or manually.  

The full curing takes place after minimum 8h at 25°C.This process can be accelerated with a higher temperature: for 

instance 3h at 60°C will complete the polymerization in 3 hours. Do not exceed 60-65°C.   

The gel time and the curing time depend on the mixed volume, the temperature and the thickness of the layer. Final 

properties are depending on the curing level.  

 

Mixing ratio (resin/hardener): 

Weight:  100 / 9 

Volume: 100 / 17 

Health and safety 
Our products are intended for industrial use only. For more details, read the Safety Data Sheet. 
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Storage conditions  
Resin: 12 months in original sealed packaging, at maximum 25°C, protected from moisture. A storage above 25°C will 
increase the settling. Higher temperature can be achieved during short period of time.  
Hardener: 12 months in original sealed packaging, at maximum 25°C, protected from moisture. Higher temperature can 
be achieved during short period of time. 
 
 

Physical Properties Resin Test norm Unit Value 

Colour   various 

Density @ 25°C   1.80 

Viscosity Brookfield @ 25°C ISO 2555 mPa.s 25.000 

    

Physical Properties  Hardener Test norm Unit Value 

Colour   clear / blue 

Density @ 25°C   0,95 

Viscosity Brookfield @ 25°C ISO 2555 mPa.s 20 

    

Physical Properties Mix Test norm Unit Value 

Colour   various 

Density @ 25°C   1,75 

Viscosity Brookfield @ 25°C ISO 2555 mPa.s 3300 

 Gel time @ 25°C, 100g TECAM hours 4 h 40 min 

 Pot-life @25°C 100gr (doubled 
viscosity) 

ISO 2555 hours 2  

    

After curing:  
Physical Properties  

Test norm Unit Value 

Hardness Shore D @ 25°C ISO 868  80 

Thermal Properties Test norm Unit Value 

 Glass Transition Temperature Tg DSC °C 58 

Thermal Conductivity ASTM D7984 W/m.K 1.37 

Thermal shock resistance Olyphant test °C -45 / +180 

Coef. Thermal Expansion <Tg TMA µm/m/°C 36 

Coef. Thermal Expansion >Tg TMA µm/m/°C 100 
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Mechanical Properties Test norm Unit Value 

Flexural strength @ 25°C ASTM D-638 MPa 68 

    

Electrical Properties Test norm Unit Value 

Surface Resistivity @ 25°C ASTM D-257 Ω 8 1014 

Volume Resistivity @ 25°C ASTM D-257 Ω.cm 9 1015 

Dielectric strength @ 25°C IEC 60243 KV/mm 22 

Dielectric constant r @ 25°C  ASTM D-150  4.1 

Dissipation factor tg @ 25°C ASTM D-150  0.01 

 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Liability 
The information on this data sheet is to be understood as a guideline and has general information. It is not binding for Von Roll and it justifies in no case any liability. Von Roll reserves the right to 
change the information at any time. 
The product properties set forth in this data sheet are based on the results of testing of typical material produced by the affiliated companies of Von Roll Holding Ltd. (underneath referred as Von Roll). 

Some variation in product properties is typical. Comments or suggestions relating to any subject other than product properties are offered only to call the end-user's or other person's attention to 

considerations which may be relevant in the independent determination of the use and/or manner of use of product. Von Roll does not claim or warrant that the use of its product will have the results 

described in this data sheet or that the information provided is complete, accurate or useful. The user should test the product to determine its properties and its suitability for the intended use. Von Roll 

expressly disclaims any liability for any damage, harm, injury, cost or expense to any person resulting directly or indirectly from that person's reliance on any information contained in this data sheet. 

Nothing contained in this data sheet constitutes representation or warranty as to any matter whatsoever. Von Roll makes no warranties whatsoever in this data sheet, expressed or implied, including 

any implied warranty or fitness for a particular use or purpose. Von Roll shall in no event be liable for incidental, exemplary, punitive or consequential damages 


