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MEYZIEU CEDEX, 69883 France

Damival 13682 (l)
Polyurethane (PUR), two liquid components, casting resin

(l) - Liquid components are designated "Damival 13682 Resin" and "13481 Hardener"

Brennbarkeit Wert Prüfmethode
Entflammbarkeitsklasse - UL UL 94

IEC 60695-11-10, -206,0 mm, ALL V-0  
8,0 mm, ALL V-0  

Thermische Eigenschaften Wert Prüfmethode
RTI Elec UL 746

6,0 mm 50,0 °C
8,0 mm 50,0 °C

RTI Imp UL 746
6,0 mm 50,0 °C
8,0 mm 50,0 °C

RTI Str UL 746
6,0 mm 50,0 °C
8,0 mm 50,0 °C
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ANSI/UL 94-Daten zu Vorversuchen mit kleinen Substanzmengen gelten nicht für Baumaterialien, Einrichtung und verbundene
Inhalte. ANSI/UL 94-Daten zu Vorversuchen mit kleinen Substanzmengen sind ausschließlich dazu beabsichtigt, die
Entflammbarkeit von Kunststoffmaterialien zu bestimmen, die in den Komponenten und Teilen der Endproduktgeräte und -
vorrichtungen verwendet werden, wo die Akzeptanz der Kombination von UL bestimmt wird.
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